


Stäubli MC4-EVO2A/MC4-EVO2
QC Solar QC 4.10-351/QC 4.10-35

Country of Manufacturer China/Vietnam

Measurement tolerance at STC and BNPI: Pmax ±3%, Voc ±3% and Isc ±4%.

3600Pa, 1.5
1600Pa, 1.5

Fire Safety Class Class C

JA Solar Technology Co., Ltd.

Version No. : AUS-EN-20240612A

STC  BNPI

JAM72D30
       535/MB

535   580

49.45  49.45

41.47  41.47

13.79  14.96

12.90  13.99

20.7

Short Circuit Current(Isc)[A] at BSI 16.63

STC  BNPI

540  590

49.60  49.60

41.64  41.64

13.86  15.14

12.97  14.17

20.9

16.68

STC  BNPI

545   595

49.75  49.75

41.80  41.80

13.93  15.21

13.04  14.24

21.1

16.74

STC    BNPI

550    600

49.90  49.90

41.96  41.96

14.00  15.27

13.11  14.30

21.3

16.80

STC    BNPI

555    605

50.02  50.02

42.11  42.11

14.07  15.34

13.18  14.37

21.5

16.87

JAM72D30
       540/MB

JAM72D30
       545/MB

JAM72D30
       550/MB

JAM72D30
       555/MB


